
ProMark Series

THE COMPLETE MMA STRIPING SYSTEM
THE TITAN MMA MACHINE

BUILT ON THE PROVEN TITAN POWRLINER SERIES WITH 98:2 AND 1:1 MMA CAPABILITY

TRACK YOUR PRODUCTION AND 
PERFORMANCE

 Speed

 Pressure

 Distance

 Flow

 Instant mils

 Average mils

 Layout

Data Center*

Allows you to optimize bead application to meet 
today’s tough retro reflectivity standards.

Pressurized Bead Dispenser

Extreme accuracy gives you the ability to hit the 
mark everytime; eliminates cable delay.

Auto Actuating Guns

Makes it easy to keep your equipment clean and in 
working order.

On Board Solvent Flush

ProMark 100 ProMark 150 ProMark 200 ProMark 250
SPECIFICATIONS

PSI 3300 3300 3300 3300
GPM 2.5 2.5 2.5 2.5
Bead Tank 50 lbs. 50 lbs. 50 lbs. 50 lbs.
Compressor/Air needed 4 CFM at 120 PSI 4 CFM at 120 PSI 4 CFM at 120 PSI 4 CFM at 120 PSI
Engine 7 HP Electric Start 200W 7 HP Electric Start 200W 7 HP Electric Start 200W 7 HP Electric Start 200W

Ratio Standard 1:1  
One Gun No DataLogger

Premium 1:1  
Two Gun with DataLogger

Standard 98:2  
One Gun with DataLogger

Standard 98:2  
Two Gun with DataLogger

Data Center X X X

Solvent
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Push Button 
Spray Technology
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HydraDrive™

Smart-ARM™


